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INTRODUCTION

Koyker Manufacturing Inc. has engineered and martufad a PRO Loader that includes the features
YOU want in a top-of-the-line loader, including:

-Greaseless Pivot Connasctio

-Large Chrome Pivot Pins

-Bucket Linkage for IncredsRoll Back Angle and Force
-Euro Attachment System

-Dual Torque Tubes

-Rounded Back Bucket

-Soft Ride Nitrogen Accuratdr (Optional)

Koyker Manufacturing Inc. has created one of th&t beaders in the market through consumer research,

product testing and by using the latest technoldgtahancements to deliver what you've been asking
for... a loader that will get the job done with ease.

TO THE PURCHASER

You have purchased an excellent product. With@rapare and use, it will give you years of gooc saf
service. Use onlKOYKER or KOYKER approved parts in the general maintenance and i@&pgour
equipment.Please fill out ownership registration card as sooas possible.

Should you have any questions, comments, improveEnensuggestions regarding the contents of any of
the manuals provided, please contact Koyker Marnufaagy Company. (800-456-1107 or E-mail
koyker@koykermfg.com)

We care about your safety!

Remember ALL safety decals are no charge from the factory. Rise replace all safety decals if
missing or damaged. Your safety is important to us
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SAFETY ALERT SYMBOL

The symbol shown below is used to call your atnto instructions concerning your personal safety.
Watch for this symbol it points out important sgfptecautions. It meaSTTENTION! Become Alert!
Your Personal Safety Is Involved!

Read the message that follows and be alert todbsilplity of personal injury or death.

DANGER: Indicates an imminently hazardous situation thatot avoided, will result in death or serious
injury.

WARNING: Indicates a potentially hazardous situation thatpt avoided, could result in death or
serious injury.

CAUTION: Indicates a potentially hazardous situation tHatpt avoided may result in minor or
moderate injury.

WARNING! Anyone who will operate or work around a front-éoader should first read
this manual.

Page 2



SAFETY

Improper use of a loader can cause serious injudgath. The following safety precautions, andéo
given on the tractor mount installation instrucipshould be thoroughly understood before attergptin
operate this machine.

BEFORE OPERATING:

Carefully study and understand this nanthe specific tractor mount instructions, amel t
attachment(s) manual(s).

Prior to operation, inspect the loadersystem leaks and damaged, missing, or malfanictg
components in an effort to avoid thegbility of a dangerous failure involving struar
members or hydraulic system components.

Be certain any repairs necessary amgteted prior to loader operation.

Follow recommended maintenance proasdand precautions on Page 15.

Completely familiarize yourself and et involved with the operation of the hydrauliotol
valve before operating the loader.

Be certain all bystanders are cleahefmachine and operation area prior to operation.
It may be necessary to add wheel adlasear weights as recommended by the tractor
manufacturer to maintain stability o€ tmachine to prevent tipping or upset which coagilt in

serious injury or death. See mounimsgructions for specific information.

It is recommended that both front agak wheel treads be set to the widest recommendii to
prevent tipping or upset which coulduiéin serious injury or death.

This loader is designed for farm typemtions such as snow removal, barn and feedtahuig,
light commercial or light grading andging. It's design isNOT intended for industrial use.

DURING OPERATION:

Never operate the machine other tham fihe tractor operator’s seat.
Be sure operating area is clear ofrstdering machine operations.

Never lift, hoist, or carry humans lre toucket or on any portion of the loader or loader
attachments. Failure to heed, maylir@sserious injury or death.
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SAFETY CONTINUED

Transport the machine load at the std8peed possible and with the loader boom atbthedt
transport position to avoid tippingupsetting, which may result in serious injury oatte

Be extremely careful when working oaliimes or near loose fill, rocks, and holes as ttey cause
tipping or upsetting which may resalserious injury or death.

Be certain to avoid overhead electveiaés when operating loader. Contact with poweed may
cause serious injury or death.

Avoid sudden stops when lowering dig the loader boom to prevent loss of controlrdiie
machine and/or load, which may resulerious injury or death.

Use maximum ballast and the widestmaoended wheel setting on your tractor when handling
large shiftable loads.

Never attempt to ram with the bucketigh speed or full tractor power. Sudden impaaymesult
in structural failure and possible ses injury or death.

Never adjust or perform maintenancéhenloader or tractor with the unit in motion, athvaut
power source locked out.

Never get under bucket or lift armsemach through the lift arms or bucket linkage whienloader
is in operation. Inadvertent movenrealy cause serious injury or death.

FOLLOWING OPERATION:

Whenever the machine is not in opematiower the loader boom and set the tractor brakes
disengage drive, shut the engine offl @move the ignition key before dismounting tiaetor.

If loader is to be disengaged fromtivgdoe sure the loader is securely supported lvara, level
surface and the stand is securely eedjage certain all connections between tractorlaader are
free before disengaging.

TRANSPORTING:

Use safety lights and SMV emblem inidd to whatever local codes require when equipneen
being transported on the road or highw@heck with proper authorities for legal limitats.

Transport all loads at a slow and sakeed.

Carry the load as low as possible aathtain adequate visibility and good round cleaeaaicall
times.

Page 4



SAFETY CONTINUED

PERFORMING MAINTENANCE:

Carefully review, understand, and fallthe “maintenance” section in this owners manehbie
attempting to service loader.

Lower the bucket or attachment to ttaugd, shut off tractor engine, and relieve pressuthe
hydraulic system before adjusting,enviing the loader.

Escaping hydraulic oil under pressume penetrate the skin. Never use any part of lpody to
check for hydraulic leaks. Use carddoghen checking for leaks. See Fig. 5-1. Relieydrau-
lic pressure before disconnecting aygraulic line. Failure to heed may result in sesianjury or
death.

Before disconnecting hydraulic linesyér the loader and attachments. Lock out thedujulr
supply and relieve all hydraulic prassu

Replace any damaged or painted-ovesldeSee Page 6 for replacement decals.
REMEMBER:

1. Move Slowly!

2. Always use care and common sense!

3. Be careful for your own sake andtfat of others!

4. Koyker Mfg. Co. includes all reaable means for accident prevention except a safe an
careful operator.

HYDRAULIC HOSE

FIG. 5-1
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SAFETY DECALS

V.@

A WARNING

HIGH-PRESSURE FLUID HAZARD

To prevent seriocus injury or death:

* Relieve pressure on hydraulic system before =ervicing or
disconnecting hoses.

* Wear proper hand and eye protection when searching for leaks.
Use wood or cardboard instead of hands.

* Keep all components in good repair.

* Refar to owners manual if injury should occur.
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A Al
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Serious injury ar death can result

from rollovers.

* Use rops and seatbelt at all times.

* Add required rear ballast.

» Move wheels to widest recom-
mended setting.

= Operate tractor at low seads.

= Carry all loads close to ground.

To avoid injury from falling loader:

* Do not walk or perform service
under a ralsed loader.

* Lower loader to ground when

A DANGER

KOYKER MFG CO. INCLUDES ALL
REASONABLE MEANS FOR ACCI-
DENT PREVENTION EXCEPT A

Serious injury or death can result
from contact with electric lines.
KOYKER MFG CO. INCLUDES ALL
REASOMNABLE MEANS FOR ACCI-
DENT PREVENTION EXCEFT A
SAFE AND CAREFUL OFPERATOR.

Lk 666945 )
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TRACTOR & SAFETY POINTERS

The use of good judgment and common sense is regdssthe operator in using this loader. Theffron
and rear wheels should be set for the widest wineatl to assure best stability. Use extra cawtioen
rear wheel weights and tire ballast are addedoader-equipped tractor. DO NOT ram into frozem di
piles, frozen manure piles, ice, etc., with greatmentum where sudden shock loads are encountered.
Serious and costly damage may result to both theeloand the tractor.

When scraping or back dragging do not extend ttaelamnent cylinders more than one half of the
cylinder’s stroke. A limited amount of leveling ynae done, when the loader valving is arranged with
float control. This will prevent damage to cylimdeds. Never ride in the bucket.

Before operating the loader, be sure no one iglstgmear it. Only one person, the operator, shbelon
the tractor. Remain at the controls and underimoimstances leave the tractor unattended witlbtioket
in a raised position.

Never lift a person in the bucket or walk undeaised bucket.

Never drive your loader-equipped tractor down &thdt is steeper than 15 degrees. Carry all lt@aads
and use care on side hills.

Always keep unused PTO shaft clutch levers diseediag
Keep hands, feet, and clothing away from all moyags.

Hydraulic oil, under pressure, can cause injurg sBre that all connections are tight and thatrabsure
is relieved before disconnecting any lines.

Care must be taken with your loader cylinders. kBliscratches, rust, or other shaft damage caft nesu
worn packing causing cylinder leakage and subnopedbrmance.

MOVE SLOWLY
USE COMMON SENSE

BE CAREFUL FOR YOUR OWN SAKE AND THAT OF OTHER PEOP LE
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ATTACHING LOADER

IMPORTANT:

Never attempt loader attachment oneggathich are not reasonably level.

1. Check to be sure that the sedaif the mounts are free of
obstructions. (Fig 8-1)

2. Drive the tractor slowly andefaily in between the loader arms
only far enough to permit hook-upteé hydraulic system hoses.

3. Once all hoses have been prgpexpled drive the tractor forward
checking to insure that the top pisieaft on each loader upright
clears the top cradle on each mount to\eig. 8-2)

4. Allow the top pivot shaft to setifeo the cradle on the top of each
mount tower. After the uprightsislinto the mount raise the loader
slowly to engage firmly into the umd cradles. (Fig. 8-3)

5. To lock the loader onto the mounstall the two 669514 — 1 3/8”
diameter mount pins into the owdsid the upright through the mount
tightener, and pin withdhitpin on other side. (Fig. 8-4)

6. To secure the loader to the mounteiglthe 1” bolt at the back of
the mount tower. (Fig. 8-5) Re-check bafter first three hours of
use.

7. After both uprights are secured torttaints, raise the loader still
further to disengage and store the loatderds with provided mount
pins. (Fig 8-6) & (Fig 8-7)

8. Prior to operation, be certain to esviall safety and operation
information contained within this manu&heck bolts on back of
mount or the first 3 hourausk, then check periodically during

normal maintenance procedure.

-
3 ¥ |
- ¢ ‘..
% T
o
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ATTACHING BUCKET

Prior to attaching the bucket, prepaeadapter for engagement by pulling the adaptediba
back (towards the operator) into iteked position. With the bucket positioned_on legedund,
tilt the bucket adapter forward approately 45°. (Fig 9-1) Slowly drive forward intcetbucket,
centering the adapter with the buckeg@u go and position the top mount bar of the &tap
just below the hooks on the back sithe bucket. (Fig 9-2) Slowly raise the loadeyipg
attention that both hooks are engagéth the top mount bar fully engaged, slowly rdlet
bucket back. The bottom mount bar efadapter will come in contact with the bottomid t
bucket. (Fig 9-3) Continue_to slowbll bucket until the adapter handle comes in aoinith its
stop and engages itself with the buglkgy 9-4) If the adapter handle does not comepimact
with its stop, lower the loader untiengages.

Fig. 9-2

Fig. 9-4
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DETACHING LOADER

Fig 10-3

IMPORTANT:

1.

5.

Never attempt loader attachment oneggathich are not reasonably level.

Raise loader frame slightlypermit loader stand reengagement.
(Fig. 10-1)

Lower bucket to ground aipdslightly forward to apply
pressure to mount conmectiNote: This will prevent

the loader from inadvettgnocking forward when the mount
pins are removed and upagre disengaged from it’s cradle.
(Fig. 10-2)

Loosen the dlttat the back of the mount enough to
permit the removal of theunbpins. (Fig. 10-3)

Use the lift cylinders to eligage the bottom anchor bar from the
mount tower. Then tilt thecket back to rotate the top of the
upright up and out of thadle, and into a storage position.

(Fig. 10-4)

Before completely backing alisconnect and store the loader

system hydraulic hoses. Important that the hoses be
properly storedkeep the hose couplers as clean as possible.
(Fig 10-5)

IMPORTANT:

Never store the detacheddoadhere insufficient soill

bearing capacity exists. G&ian clay or firmly packed dirt are
sufficient, providing the ars dry. If you are unsure, use
blocking under the stand faotlisperse the load. Failure to
heed, may allow the loadesdtile and prevent attachment at
later date.

Fig 10-4 Fig 10-5
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DETACHING BUCKET

1. Prior to detaching the bucket, prephesadapter for disengagement by pulling the addyater
dle back (towards the operator) into its cockedtmrs(Fig 11-1 & Fig 11-2). The bucket should be
resting on level ground. Slowly lower and dumpryavay out of the bucket (Fig 11-3). Slowly back
away from the bucket until you are clear of thekmi@nd safe to maneuver (Fig 11-4).

Fig 11-3 Fig 11-4
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OPERATION

WARNING:

Never allow anyone to operate the loahil they have carefully reviewed and
understood this owners manual.

FILLING THE BUCKET:
When manure is piled on a slope, it is best toedtiactor up the slope straight into the pile. @peg
sideways on a slope has a tendency to tip therilgadhit. Drive tractor straight into the pile,saithe
bucket about six inches, then drop bucket and dameard until the bucket is filled. Tilt bucket
completely back, raise main frame and back away freanure pile.
DUMPING THE BUCKET:
When dumping, bring the bucket to proper dumpinghttevhich is just high enough so it will not stik
the spreader as the load is being dumped. Witbubket tipped, drive tractor forward and raise the
bucket at the same time to distribute the load gMeto spreader or conveyance.
RAISING THE BUCKET:
WARNING:
Make sure material in bucket cannot spill out otragtor when loader boom is raised.
Keep clear of overhead obstructiondhagtrees, limbs or power lines when raising

the bucket.

Side cutting i thest method of reducing large stockpiles. Ifsides of the pile are
too high, use bader to pull them down and reduce the possihilitglides.

Make sure you keep all lines, cylinders, and compie hydraulic system free of all sand, dirt, and
foreign matter. Use only clean oil in the hydrault system. When removing the loader from the

tractor, be sure to plug all open ports. If the lader will be out of service for several days or loger,
grease the exposed polished piston shafts on thedket and the lift cylinders.

WARNING:

NEVER attempt to operate the loader with someone nedo#ter frame or bucket.

If this loader is equipped with a Grapple fork, besure Grapple teeth are closed before leaving sedt o
tractor.
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OPERATION CONTINUED

SOFT RIDE FEATURE (Optional):

The soft ride feature was designed to diminishsthesses on the tractor, mounts, loader and operato
while transporting heavy loads to and from thedfiflhe soft ride feature incorporates a pre-charged
nitrogen accumulator to act as a shock absorbelasita that of an automobile. While in operatitwe t
loader may feel “squishy” or soft.

Pwb PR

o

Mount the loader and plumbing kit. Relieve thiedylinder pressure on the loader.

Locate the lift hose (bottom steel line) on thader. Disconnect the hosBee in Fig. 1-1.

Install the run tee to the hose. Point the teendwith the lift hose.

Attach the accumulator block to the bracket. ussevith two 1/4” x 3” HH cap screws, lock washers
and nuts.

Attach the fittings (one on top and two on bottohblock). Install the ball valve, fitting (afténe ball
valve) and accumulator. (See page 28)

Using two 1/2” x 1 1/2” HH cap screws, lock washand hex nuts attach the accumulator bracket to
the upright of the loader .

Run 36” hydraulic hose from accumulator to stabk on the loaderTIGHTEN ALL THE
CONNECTIONS SECURELY!

Start the tractor. Actuate the loader to chargengiiraulic system. Add hydraulic fluid as required
using the recommended amount for your tractor.

Fig 1-1
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SPECIFICATIONS

KOYKER PRO 1585 LOADER SPECIFICATIONS

Description of Equipment Rated

(o= o [T o Voo [ PSPPI PRO 1585
Attachment Adapter & BUCKEt SIZe........coooeiiiiiiiiiiiiiiiee e Euro/6’ Bucket
RAEU FIOW ...ttt e e e e e e e e s enrne e e e e e e e e e e e e e a e e 25 GPM
MAXIMUIM PIESSUIE .....ieiiiiiiiiitiiiies s s e e e e e et e eeeeaastebbaaa s s e s e e e eaaaeaaananeaassaeeeeeees 2500 PSI
YO [T o [T o I - U 3 1/4” Bore
Attachment CylINAer Dia. ........oouuuuiiiiiiiie e eeeeneeeeeeeees 3 1/4” Bore
Tractor HOrSEPOWET RANGE ... .cuuuiiiiii ettt r e e eaans 90-180 HP
Dimensional Specifications

(A) *Maximum Lift Height to PiVOt Pin........cooooiiiiiiic e 13'5”

(B) *Lift Height under Level BUCKET ...........ccceiiiiieiiieeeeeeie e eeeeeee e 12’ 77

(C) *Clearance with Bucket Fully DUMPE..... . ieeeeiiiiiiiiiiiiiineeeeeeeeeeeeeeeeieeeee 10’ 5”

(D) *Reach at Maximum Lift HEIght...........o e DNA

(E) Maximum DUMP ANGIE ..o e e e e et beeeeneeeeeebnnnes 43

(F) *Reach with Bucket 0N GroUNd ...........ccoeeeeuiiiiiiiiiie e s DNA

(G) Maximum ROIDACK ANGIE ... 36

() et e To 11 o T =] o 11 PP 71/2”
(J) *Overall Height in Carry POSIHION ........ccoo i ee e eee e 6’5"
Operational Specifications

(V) *Lift Capacity to Maximum Height at Pivot Pin............ccoovvviiiiiiiiieeeee, 5216 Ibs.
(V) *Lift Capacity to Maximum Height 31.5” Forwaraf Pivot Pin............ccccoeevvvnnes 3607 Ibs.
(Y) *Breakout Force at Ground Line at PivOt PiNeee...cooieeiieiiiiie e 5757 Ibs.
(2) *Breakout Force at Ground Line 31.5” ForwardRawwot Pin...............eevvceiiinnnnnn. 4508.1b
fad = VSTV TR T = S 5 seconds
fo 0 1V I T PR RURRPPPRPIN 3 seconds
*Attachment DUMPING TIME .oooviiiiiiiiii e e s 4 seconds
*Attachment ROIDACK TIME ....uuueiiii e 3 seconds

*Specifications based on ASABE standards S301.8nHEnd Agricultural Loader Ratings) The above
information is based on testing done by Koyker Mfgriations in maximum lift height and other spéms
different tractors are due to tire sizes, variaionloader mounting locations and hydraulic system
efficiency.

Specifications are subject to change without natiog without liability therefore.
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LOADER INSPECTION, SERVICE, AND MAINTENANCE

Lower the bucket to the ground, shaéitmaictor engine, and relieve the pressure in gardulic
system before adjusting, lubricatingservicing the loader.

Periodically check all bolts for loogss and re-torque if necessary.

Before storage, be certain all hyd@aaiilinders are fully collapsed so that the rod wilt be
exposed to the elements or damaged.

Be certain hydraulic system remaingegkat all times to prevent contamination.
Check and maintain an adequate flurdllen the tractor reservoir prior to use.
Inspect all hydraulic system hosesfétidgs. Replace prior to further operation ifndaged.

Periodically inspect the two greaseniys for the engagement pins. See page 21 fortadapeak
parts diagram.

WARNING!

Escaping hydraulic oil ungeessure can penetrate the skin. Never use tooclyeck for
hydraulic leaks. Use cardboard when checkingdaks$. See Fig. 13-1. Relieve hydraulic pressure
before disconnecting any hydraulic line. Failurdné®d may result in serious injury or death.

FIG. 13-1
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HYDRAULIC SYSTEM PARTS LIST

ITEM NO.
1

© 00 N o ok~ WwN

e
= O

PART NO. DESCRIPTION
679260 3 1/4" LIFT CYLINDER
680735 3 1/4' BUCKET CYLINDER
679444 1ST OIL LINE
679445 2ND OIL LINE
679446 3RD OIL LINE
679447 4TH OIL LINE
670417 30" HYDRAULIC HOSE
663188 18" HYDRAULIC HOSE
673799 20" HYDRAULIC HOSE
681209 24" HYDRAULIC HOSE
663508 HYDRAULIC FITTING ADAPTER 8MJX-8MJX
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HYDRAULIC SYSTEM PARTS DIAGRAM
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KOYKER “PRO 1585” LOADER PARTS DIAGRAM
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PARTS IDENTIFICATION SCHEDULE

ITEM NO.
1

© 0 N O O WDN

B W W W W W WWWWWDNDNDNDNDNDNDDNMNDNMNMNDNMNNNRPRPRPRPREPEPRPPEPRPEPRPRPRERLR
O © 0o NOoO Ol A WNPEFP O OO NO O P WDNPEPOOOONO O PMWDNLPEO

PART NO. DESCRIPTION
679454 UPRIGHT WLDT
679453 UPRIGHT WLDT
679260 LIFT CYLINDER ASSEMBLY
675076 OIL LINE COVER PLATE
679258 LH REAR LINKAGE WLDT
679257 RH REAR LINKAGE WLDT
679276 FRONT LINKAGE WLDT
679238 EURO ATTACHMENT ASSEMBLY
679272 11/2 X6 1/4 PIN WLDT
679256 13/8" X 7 1/2" PIN WLDT FLAT
678245 11/2" X 7 1/2" PIN WLDT
679471 13/8" X 6 1/4" PIN WLDT
673336 INSERT-.313-18
676798 INSERT-.313-18
672503 OIL LINE CLAMP
673615 SCREW -.3125-18 X 2.00 HHSLDR
676797 SCREW -.3125-18 X 2.50 HHSLDR
679476 PRO 1585 DECAL
678466 RH PRO STRIPE
678467 LH PRO STRIPE
640154 WASHER - 3/8" FLAT
654121 NUT - .375- 16 GR 2 LOCK NYLON INSERT
640039 SCREW-.375-16 X 2.50 GR 5 HHC
640034 SCREW-.375-16 X 1.50 GR 5 HHC
640032 SCREW-.375-16 X 1.25 GR 5 HHC
750412 SCREW -.375-16 X 5.00 GR 5 HHC
677831 1.509" X 4.25" NYLATRON BUSHING
679266 1.509" X 2.75" NYLATRON BUSHING
677832 1.384" X 4.5" NYLATRON BUSHING
678240 1.384" X 3" NYLATRON BUSHING
679766 1.384" X 5.25" NYLATRON BUSHING
679642 1.384" X 1" NYLATRON BUSHING
666943 HYDRAULIC PRESSURE DECAL
654629 AMERICAN MADE DECAL
666941 SERIAL NUMBER DECAL
666946 WARNING DECAL
672275 OPERATION DECAL
666945 "DANGER DECAL"
666944 WARNING DECAL
660006 Hitch Pin Clip 1.25 x 5.00
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PARTS IDENTIFICATION CONTINUED

ITEM NO.
41

42
43
44
45
46
47
48
49
50
51

52
53
54
55
56
57
58
59
60

PART NO. DESCRIPTION
669514 MOUNT PIN
679414 LEG STAND
679288 LEG STAND FOOT
679289 LEG STAND SUPPORT
640246 #6 HITCH PIN
661983 MOUNT PIN WELDMENT
640671 HITCH PIN #3
681165 CLEVIS PIN .75" X 2"
162279 SCREW - .625-11 X 5.00 GR 5 HHC
640141 NUT - .625-11 GR 5 CENTER LOCK
679769 8 1/2' EURO BUCKET ASSEM
679616 8 EURO BUCKET ASSEM
679768 7' EURO BUCKET ASSEM
679797 8 1/2' EURO BUCKET ASSEM NON-GRAPPLE
679798 8 EURO BUCKET ASSEM NON-GRAPPLE
679799 7' EURO BUCKET ASSEM NON-GRAPPLE
680735 1585 BUCKET CYLINDER ASSEMBLY
680205 KOYKER DECAL
679709 INDICATOR ROD WLDT (Zinc Coated)
679789 3.25-4.125 HOSE CLAMP
679340 LATCH BRACKET
680752 INDICATOR PLATE (Zinc Coated)
640153 WASHER - 3/8" SPRING LOCK
651880 SCREW-.3125-18 X 1.25 GR 5 HHC
680745 1585 ACCUMULATOR KIT (OPTIONAL)
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EURO ADAPTER PARTS DIAGRAM
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EURO ADAPTER PARTS IDENTIFICATION SCHEDULE

ITEM NO.
1

© 00 N o ok WD

e A e =
g h w N RO

PART NO.

680769
679304
679308
680766
679316
657632
640032
680761
640154
654121
680767
660638
678248
678249
680768

DESCRIPTION
Euro Adapter Handle (Painted)

79" (20 MM) x 8" Pivot Pin

EXTENSION SPRING

CROSS MEMBER WLDT

EURO ATTACHMENT WLDT

ZERK-1/4-28 GREASE

SCREW-.375-16 X 1.25 GR 5 HHC

CLEVIS PIN .5" X 1.5"

WASHER - 3/8" FLAT

NUT - .375 - 16 GR 2 LOCK NYLON INSERT
COMPRESSION SPRING

NUT - .500 - 13 GR 2 LOCK NYLON INSERT
1.3/8" X 7 7/8" PIN WLDT

11/2" X 7 7/8" PIN WLDT

COTTER PIN - .156 X 1.50
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BUCKET PARTS DIAGRAM




BUCKET PARTS IDENTIFICATION SCHEDULE

Optional Euro Buckets with Bolt-on Blade & Clevis
8 1/2' Euro Bucket With Grapple

ITEM NO. PART NO. DESCRIPTION QTY.
1 679767 8 1/2' EURO BUCKET WLDT 1
2 679772 8 1/2' BOLT ON BUCKET BLADE (PAINTED) 1
3 672852 BUCKET CLEVIS 1
4 673286 SLING LINK 1
5 673366 SCREW -.625-11 X 2.00 GR 5 PH 13
6 640159 WASHER - 5/8" SPRING LOCK 13
7 640142 NUT-.625-11 GR 5 HEX 13
8 672981 WARNING DECAL 1

8' Euro Bucket With Grapple

ITEM NO. PART NO. DESCRIPTION QTY.
1 679236 8' EURO BUCKET WLDT 1
2 672848 8' BOLT ON BUCKET BLADE (PAINTED) 1
3 672852 BUCKET CLEVIS 1
4 673286 SLING LINK 1
5 673366 SCREW -.625-11 X 2.00 GR 5 PH 13
6 640159 WASHER - 5/8" SPRING LOCK 13
7 640142 NUT-.625-11 GR 5 HEX 13
8 672981 WARNING DECAL 1

7' Euro Bucket With Grapple

ITEM NO. PART NO. DESCRIPTION QTY.
1 679748 7' EURO BUCKET WLDT 1
2 672847 7' BOLT ON BUCKET BLADE (PAINTED) 1
3 672852 BUCKET CLEVIS 1
4 673286 SLING LINK 1
5 673366 SCREW -.625-11 X 2.00 GR 5 PH 11
6 640159 WASHER - 5/8" SPRING LOCK 11
7 640142 NUT-.625-11 GR 5 HEX 11
8 672981 WARNING DECAL 1
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BUCKET PARTS IDENTIFICATION SCHEDULE (CONT’)

Optional Euro Buckets with Bolt-on Blade & Clevis
8 1/2' Euro Bucket Non Grapple

ITEM NO. PART NO.
679422

679722
672852
673286
673366
640159
640142
672981

o N o o B~ W N P

ITEM NO. PART NO.
679421

672848
672852
673286
673366
640159
640142
672981

o N o o B~ W N P

ITEM NO. PART NO.
679420

672847
672852
673286
673366
640159
640142
672981

o N o o B~ W N P

DESCRIPTION
8 1/2' EURO BUCKET WLDT (NON GRPL)

8 1/2' BOLT ON BUCKET BLADE (PAINTED)

BUCKET CLEVIS

SLING LINK

SCREW -.625-11 X 2.00 GR 5 PH
WASHER - 5/8" SPRING LOCK
NUT-.625-11 GR 5 HEX
WARNING DECAL

8' Euro Bucket Non Grapple

DESCRIPTION
8' EURO BUCKET WLDT (NON GRPL)

8' BOLT ON BUCKET BLADE (PAINTED)
BUCKET CLEVIS

SLING LINK

SCREW -.625-11 X 2.00 GR 5 PH
WASHER - 5/8" SPRING LOCK
NUT-.625-11 GR 5 HEX

WARNING DECAL

7' Euro Bucket Non Grapple

DESCRIPTION
7' EURO BUCKET WLDT (NON GRPL)

7' BOLT ON BUCKET BLADE (PAINTED)
BUCKET CLEVIS

SLING LINK

SCREW -.625-11 X 2.00 GR 5 PH
WASHER - 5/8" SPRING LOCK
NUT-.625-11 GR 5 HEX

WARNING DECAL
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ACCUMULATOR KIT PARTS DIAGRAM (OPTIONAL)
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ACCUMULATOR KIT PARTS SCHEDULE (OPTIONAL)

ITEM NO. PART NO.
1 679727
2 641429
3 681471
4 678346
5 640956
6 640149
7 654453
8 679791
9 679726
10 640059
11 640157
12 660638
13 679796
14 680744
15 674672

DESCRIPTION
ACCUMULATOR BRACKET

FITTING - HYD ELB 8MJX - 8 ORM 45

#8 HYD TEE

HYD HOSE #8 X 36"

SCREW-.250-20 X 3.00 GR 5 HHC
WASHER - 1/4" SPRING LOCK

NUT - .250-20 GR 2 LOCK NYLON INSERT
ACCUMALATOR BLOCK

SOFT RIDE ACCUMULATOR
SCREW-.50-13 X 1.50 GR 5 HHC
WASHER - 1/2" SPRING LOCK

NUT - .500 - 13 GR 2 LOCK NYLON INSERT
FITTING 80ORM X 80ORM

1/2” BALL VALVE

FITTING - ELBOW —80ORM - 80RF
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CYLINDERS

IMPORTANT: Read these service tips before beginnig assembly of cylinder gland or piston.

1. Keep seals clean from the time they are rech@neen package until they are installed.

2. Clean the groove or bore into which the se#&b ibe fitted before installing the seal.

3. Never touch the seal lip in handling. Alwaysk up the seal by its outer member.

4. Inspect each seal lip carefully for nicksascines, and dirt at time of installation. If dittge a soft,

clean cloth and carefully wipe off se&BI0O NOT wipe seal with fingers, this only imbeds dirin the
seal.

NEVER clean rubber related seals with a mineal based solvent! Clean rubber seals
in denatured alcohol or non-mineral based seénts only.

NOTE: Seals can be made more pliable and easiestall, if first heated in hydraulic oil to 160.
Never use direct heat on any seals.

Page 28



HYDRAULIC SYSTEM

The hoses from the tractor valves are attachddetoit lines which are on the inside of the loaain
frame.

Re-check all joints to prevent leakage after loas@nounted and in operation.

KEEP SYSTEM CLEAN - USE ONLY CLEAN OIL

CAUTION! 1t is of utmost importance that the hydraulic system of this loader be kept
free from dirt and foreign matter.

All internal parts to the draulic system of your loader have been carefullgleaned,
inspected, and plugged wiftotective caps before shipment. All protectiveaps
should be kept in place uhthe hydraulic system is connected.

NOTE: Over 75 percent oflanydraulic failure and service is caused by dirt,etc. in
the system.

REMEMBER - CLEAN OIL MEANS LONGER LIFE!
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3 1/4” CYLINDER SERVICE KITS WITH 1 3/4” SHAFT

KIT NO. 675574:

COMPLETE KIT WITH ALL SEALS NEEDED TO SERVICE ONE (1) 3 1/4" CYLINDER CONSISTS OF:

1 EACH
1 EACH
1 EACH
1 EACH
2 EACH
1 EACH
1 EACH

KIT NO. 675572:

3 1/4" GLAND "O" RING
3 1/4" BACKUP RING

1 3/4" ROD WIPER

1 3/4" U-CUP SEAL

3 1/4" U-CUP SEAL

1" ROD "O" RING

1" LOCKNUT

COMPLETE ASSEMBLED 3 1/4" CYLINDER GLAND WITH ALL SEALS. CONSISTS OF:

1 EACH
1 EACH
1 EACH
1 EACH
1 EACH
1 EACH

KIT NO. 675576:

3 1/4" ALUMINUM GLAND
3 1/4" GLAND "O" RING

3 1/4" BACKUP RING

1 3/4" U-CUP SEAL

1 3/4" ROD WIPER

1" LOCKNUT

COMPLETE ASSEMBLED 3 1/4" CYLINDER PISTON WITH ALL SEALS. CONSISTS OF:

1 EACH
2 EACH
1 EACH
1 EACH

KIT NO. 675573:

3 1/4" ALUMINUM GLAND
3 1/4" U-CUP SEAL

1" ROD "O" RING

1" LOCKNUT

ALL SEALS NEEDED TO SERVICE ONE (1) 1 3/4" CYLINDER GLAND. CONSISTS OF:

1 EACH
1 EACH
1 EACH
1 EACH
1 EACH

KIT NO. 675575:

3 1/4" GLAND "O" RING
3 1/4" BACKUP RING

1 3/4" U-CUP SEAL

1 3/4" ROD WIPER

1" LOCKNUT

ALL SEALS NEEDED TO SERVICE ONE (1) 1 3/4" CYLINDER PISTON. CONSISTS OF:

2 EACH
1 EACH
1 EACH

3 1/4" U-CUP SEAL
1" ROD "O" RING
1" LOCKNUT
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HYDRAULIC CYLINDER PARTS LIST

ITEM NO.

o Ok WDN B

ITEM NO.

D Ok WDN B

PART NO.

679261
661017
675577
640301
675570
679262

LIFT CYLINDER (Part No. 679260)

DESCRIPTION
TUBE WELDMENT

NUT - 1.00-14 GR C LOCK THIN
PISTON ASSEMBLY

1" O-RING

GLAND ASSEMLY

ROD WELDMENT

BUCKET CYLINDER (Part No. 680735)

PART NO.

680736
661017
675577
640301
675570
680738

DESCRIPTION
TUBE WELDMENT

NUT - 1.00-14 GR C LOCK THIN
PISTON ASSEMBLY

1" O-RING

GLAND ASSEMLY

ROD WELDMENT
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HYDRAULIC CYLINDER PARTS DIAGRAM
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CYLINDER GLAND SERVICE DIAGRAM

All gland seals shown with a section
removed to facilitate correct installation.

ROD WIPER
U-CUP SEAL
GLAND
GLAND
ROD WIPER
U-CUP SEAL
BACK UP
BACK UP
O-RING
O-RING | o
SECTION VIEW mportant

ASSEMBLED GLAND

Note: To install rod wiper and U-cup seal, fold
similar to shape shown below, slip into gland
bore and locate each in its respective groove.
Tools are used to fold seals, take care not to
damage sealing surfaces.

Be sure all gland and piston seals have been liedtal
correctly before cylinder ssambled!

CYLINDER PISTON SERVICE DIAGRAM

O-RING

To Remove Seals:

To Install Seals:

Carefully cut across each seal with a sharp krife.sure 1. Thoroughly clean piston sealing surface of all

not to scratch sealing surfaces of aluminum pistiba.

sharp knife is not available. An electric soldgrgun or

hot iron may be used to melt throughout seals.

U-CUP SEAL

PISTON

U-CUP SEAL

foreign matter.

2. Heat new seals in hydraulic oil to 260

Never use a direct flame or heated water on
hydraulic seals.

3. Remove seals from oil, wipe dry and install in

piston grooves as shown in illustration &t le
Be sure seals have completely seated in
piston grooves before allowed to cool.

4. Replace piston on cylinder shaft and assemble

cylinder when seals have cooled to room
temperature.

O-RING

U-CUP SEAL
PISTON
U-CUP SEAL

SECTION VIEW
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LIMITED WARRANTY

Thank you for purchasing a quality product from KeyManufacturing Company

(Koyker). Your satisfaction with Koyker’'s produdssvery important to us. This manual will help you
understand the function, service intervals, and-avdy of your new Koyker product(s). It is the reta
customer’s responsibility to inspect the Koykerdarct(s) or part(s) before using. Before operating o
allowing anyone to operate a Koyker product, plé¢ake time to read the manual thoroughly. Failordd
so may result in injury or death and is considemgslise. If your manual has been lost or destroyiedse
contact Koyker at (800) 456-1107 or (605) 647-2&8k1a new copy.

Koyker Manufacturing Company
Limited Warranty

Koyker warrants to the retail customer of any neoyker product, purchased from an authorized Koyker
dealer, that the product manufactured by Koykérmeis from defects in material and workmanship. This
warranty is limited to one (1) year from the dateetail sale to the retail customer for all non¥ouoercial,
state, county, or city use. A six (6) month pefiian the date of retail sale to the retail customer
warranted for all commercial use.

Koyker reserves the right to inspect any productsants which are claimed to be defective, havectefe
material, or have less than satisfactory workmambbkfore Koyker repairs or replaces any products or
parts. A retail customer must notify Koyker of aiot by registered or certified mail, return receipt
requested, within 30 days after discovery of a fgnob or the claim shall be deemed waived. Defective
products or parts must be returned to the Koyketofs, at the customer’s expense, for inspection by
Koyker. Koyker’s obligation is limited to repairiray replacing, at its factory, any part or compdren
determines is defective. Koyker’s replacement pamtsmanufactured with the same precision and akill
its original equipment. All warranted or replacemparts purchased or provided by Koyker will haatea
minimum, a 90-day warranty from the date of insti#din. If the expiration of the original warranty a
new Koyker product is longer than 90 days, the arged parts will be covered until the original, new
product warranty expiration date.

All cylinder claims shall be handled through Koykettealers or distributors. All

hydraulic cylinders are thoroughly inspected be&irgment from the Koyker factory. Therefore, nair
may be granted where a cylinder has been damagsulised (including, but not limited to, bent tubes,
dents, nicks, abused threads, attempted alteratbongelding), or unless the claim is made to Kayke
within one (1) year from the sale to the originatghaser.

Any defective cylinder reported to Koyker withineo(il) year from the sale by the dealer to the oailgi
purchaser may be repaired or replaced after Kogkespection and approval. In such case, notify a
Koyker dealer for proper instructions. If afterpestion, Koyker finds that the cylinder is not dzfee
and has been abused or otherwise damaged, angdrtatgn charges shall be paid by the original
purchaser immediately after receiving notificatafrKoyker’s inspection results.
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LIMITED WARRANTY

Cylinders requiring factory repair more than ongy@ar after sale to an original purchaser shadjilsen
to a Koyker dealer for return to Koyker with tranggation charges prepaid by the purchaser. The
purchaser shall be responsible for all servicerapdir charges. Leaks around the shaft seal aachadt
bypass leaks may be field repaired. Service kasagnilable for those repairs.

Warranty Limitations and Exclusions.

THE WARRANTIES SET FORTH ABOVE ARE EXCLUSIVE AND AR E IN LIEU OF, AND
PURCHASER HEREBY WAIVES, ALL OTHER CONDITIONS, REPR ESENTATIONS AND
WARRANTIES, EXPRESS OR IMPLIED BY STATUTE, USAGE, C USTOM OF TRADE OR
OTHERWISE, INCLUDING, WITHOUT LIMITATION, THE IMPLI ED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A 2 PARTICULAR PURP OSE.
NOTWITHSTANDING ANY OTHER OR PRIOR STATEMENT, WRITT EN OR ORAL, KOYKER
MAKES NO OTHER WARRANTIES REGARDING THE QUALITY OF THE PRODUCTS OR
THE MATERIALS CONTEMPLATED HEREUNDER.

No warranty is given by Koyker for parts, comporsemr trade accessories furnished by Koyker but not
manufactured by it. Those items are covered byweanty of their manufacturer, if any. No persim,
or corporation, including the selling dealer, ishewized to assume for Koyker any other liabiliy i
connection with the sale of these goods.

KOYKER SHALL NOT BE LIABLE FOR INDIRECT, SPECIAL, | NCIDENTAL,

CONSEQUENTIAL OR PUNITIVE DAMAGES DIRECTLY OR INDIR ECTLY ARISING FROM
THE DESIGN, CONSTRUCTION, INSTALLATION, MANUFACTURE , OR USE OF KOYKER’S
PRODUCTS, PARTS, COMPONENTS, OR TRADE ACCESSORIESSuch incidental and
consequential damages shall include, but not bigelito: non-associated taxes or duties; charges fo
normal maintenance or service; loss of crops, ptggiamage, or any other income loss; freight chsyrg
other than normal freight charges associated wabki€r products or parts; other installation changats
approved by Koyker; rental charges of any substi@gfuipment; expenses due to lost, damaged, oyedkla
products or parts resulting from acts beyond therobof Koyker; and personal injury or death okogtor
or bystanders by misappropriated use of Koyker gpetslor parts.

A user shall notify Koyker in writing within 30 dayof any accident or occurrence involving Koyker
products resulting in personal injury or propergymhge and shall cooperate fully with Koyker in
investigating and determining the cause of suckidaat or occurrence. In the event that a user faitfve
such notice to Koyker and so cooperate, such ugeea to indemnify and hold Koyker harmless from al
loss or damage arising from such accident or oecgs.
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LIMITED WARRANTY

Among other conditions, Koyker’s warranty will neypply:

1. Products or parts that are subject to misuseseatand/or negligence.

2. For surface wear, scheduled maintenance padsyther items that Koyker deems expendable.

3. If products or parts not manufactured by Koykeapproved by Koyker are connected to or used in
conjunction with the Koyker products or parts ahidayker deems the non-Koyker products or parts
affect the performance, safety, reliability, oeldf the Koyker products or parts.

4. If products or parts sold by, but not manufadurg Koyker, have their own vendor warranties.

Koyker reserves the right to implement new desfgnshe continual improvement of their products.
These product improvements will be ongoing, andkeowvill not be responsible for incurring cost or
obligation for installations or upgrades to prewiyusold products.

No employee or representative of Koyker may chamwgemend any part of this limited warranty or make
exceptions to this limited warranty, unless sucanges are made in writing by Koyker’s legal counsel

All goods being returned to the Koyker factory musthave a Returned Goods Authorization (RGA)
number from Koyker. To obtain an RGA number, call (800) 456-1107 or e-mail Koyker at
koyker@koykermfg.com

Returned parts will not be accepted without an RGAhumber written on the outside of the box of the
returned goods. 30 days are allowed for shippingrdm the day the RGA number was issued by
Koyker. If the return item(s) is not received intothe Koyker system within 30 days, no credit will e
issued. Upon request only, a second RGA number wie issued and an additional 30 days may be
allowed. No credit will be issued if the return iten(s) are not received into the Koyker system 30 day
after the second RGA number was issued.

Should you require additional information or assise, please contact Koyker

Manufacturing Company at (800) 456-1107, (605) 8814, or e-mail Koyker at
koyker@koykermfg.com
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TORQUE SPECIFICATIONS

1. Tightening Bolts & Nuts
Check all loader bolts and nuts fohtigess every 50 working hours. The movement ofdhéder

over rough terrain may cause boltsoime under pressure and over a long period of tonees
slight stretching of the bolt may occiihe slack created may need to be taken up hietigng.

Please refer below for recommendedu®spttings.

Metric Recommended Torque Settings

Class 8.8 Class 10.9
Lubriedt Dry Lubricated Dry
Size N*m -ftb N*m Lb-ft N*m Lb-ft N*m Lb-ft
MB ..o, 9 6.5 11 85 i 13 9.5 17 12
M8 ..o, 22 16 28 20 e 32 24 40 30
MIO..oooriiiiiinnens 43 23 55 40 i, 63. 47 80 60
MI12 .o, 75 55 95 4 I 110 80 140 105
M14 ..., 120 88 150 110 o, 175 130 225 165
MI16G ..oooiiiiiiinnnss 190 014 240 175 i, 275 200 350 225
MI8 ..o 260 519 330 250 i 375 275 475 350
M20 ..o 375 27 475 350 s 530 400 675 500
M22 .o, 510 537 650 AT75 i, 725 540 925 675
M24 ..o, 650 M7 825 600 ... 925 675 1150 850
M27 oo, 950 070 1200 875 i 13501000 1700 1250
M30 ..o 1300 950 1650 1200 ....ccceveeeee. 18501350 2300 1700
M33 . 1750 030 2200 1650 ....cccoveeeee. 25001850 3150 2350
M36 ..oveiieiiiins 2250 065 2850 2100 .......ccceuunnn... 32002350 4050 3000

SAE Recommended Torque Settings

Grade 5 Grade 8
Lubriedt Dry Lubricated Dry
Size N*m dtb  N*m Lb-ft N*m Lb-ft N*m Lb-ft
i 95 7 12 9. 13.5 10 17 12.5
5/16.....ccccccvvevnnnns 20 15 25 18 e 28 21 35 26
7L< TR 35 26 44 I B 50 36 63 46
7/116........cccovvenn, 55 41 70 Y 80 58 100 75
/2, 85 63 110 {0 B 120 90 150 115
9/16........ccovvvininns 125 90 155 115 ... 751 130 225 160
BI8.ciiiiiiiiiiiiiiiiiins 170 125 215 160 ..o, 152 160 300 225
3., 300 225 375 280 .cccceiiiennnnnn. 254 310 550 400
I8, 490 360 625 450 ... Q07 500 875 650
Lo, 725 540 925 675 ... 1050 750 1300 975
1-1/8 ..o, 900 756 1150 1200 ....ccccceeeennnnnn. 20501500 2600 1950
1-3/8 ..o, 1700 502 2150 1550 ..iiieieennnn. 27002000 3400 2550
I 2250 506 2850 2100 .......ccceveeees 36002650 4550 3350

DO NOT use these values if a different torque valugghtening procedure is given for a
specific application. Torque values listed aregeneral use only and include a +/- 10%
variance. Check tightness of fasteners periogicdlO NOT use air powered wrenches.
Shear bolts are designed to fail under predetemeds. Always replace shear bolts with

identical grade.
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