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INTRODUCTION

During a considerable period of time, Koyker Manufacturing Company of Lennox, South Dakota, made a
study of the backhoe industry and concluded that the person needs a backhoe that provides quality,
dependability, few parts, ruggedness, good delivery, and ease of maintenance, all at afair price. The
KB900C backhoe has achieved these goals. With proper care and handling, it will give many years of
good service in normal operations.

Please be sure to follow the manual for proper care instructions.

TO THE PURCHASER

Y ou have purchased an excellent product. With proper care and use, it will give you years of good safe
service. Useonly KOYKER or KOYKER approved partsin the general maintenance and repair of your
equipment. Please fill out ownership registration card as soon as possible.

Should you have any questions, comments, improvements, or suggestions regarding the contents of the
manual provided, please contact Koyker Manufacturing Company (800-456-1107 or E-mail

koyker @koykermfg.com).

We care about your safety!

Remember AL L safety decals are no charge from thefactory. Pleasereplace all safety decalsif
damaged or missing. Your safety isimportant to us.
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SAFETY ALERT SYMBOL

The symbol shown below is used to call your attention to instructions concerning your personal safety.
Watch for this symbol it points out important safety precautions. It means ATTENTION! Become Alert!
Your Personal Safety IsInvolved!

Read the message that follows and be alert to the possibility of personal injury or death.

DANGER: Indicates an imminently hazardous situation that, if not avoided, will result in death or serious
injury.

WARNING: Indicates apotentially hazardous situation that, if not avoided, could result in death or
seriousinjury.

CAUTION: Indicates a potentially hazardous situation that, if not avoided may result in minor or
moderate injury.

WARNING!

Anyone who will operate or work around a backhoe should first read this manual.
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SAFETY

Improper use of a backhoe can cause seriousinjury or death. The following safety precautions, and those
given on the tractor mount installation instructions, should be thoroughly understood before attempting to
operate this machine.

BEFORE OPERATING:

Carefully study and understand this manual, the specific tractor mount instructions, and the
attachment (s) manual ().

Prior to operation, inspect the backhoe for system leaks and damaged, missing, or malfunctioning
components in an effort to avoid the possibility of a dangerous failure involving structural members
or hydraulic system components.

Be certain any repairs necessary are completed prior to backhoe operation. Set the parking brake,
place the gear shift in neutral, turn off the tractor and remove the key.

Never operate or transport unit with covers or shields removed.
Never |eave the tractor running unattended.

Completely familiarize yourself and others involved with the operation of the hydraulic control
valve before operating the backhoe.

Be certain all bystanders are clear of the machine and operation area prior to operation.
It may be necessary to add wheel ballast or front weights as recommended by the tractor
manufacturer to maintain stability of the machine to prevent tipping or upset which could result in

serious injury or death.

It is recommended that both front and rear wheel treads be set to the widest recommended width to
prevent tipping or upset which could result in serious injury or death.

Do not take passengers on the tractor or backhoe. There is no safe place for a passenger.

Use the handholds and step plates when getting on/off the tractor. Failure to do so could cause a
fall.

This backhoe is designed for light excavating, light commercial, or light grading and digging. It's
design isNOT intended for industrial use.

DURING OPERATION:

Never operate the backhoe by standing up on, or beside the machine. Operate only from the
backhoe seat.
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SAFETY

Check your work area. Avoid hitting overhead electrical wires, underneath cables, pipes, gas lines
and etc.

Be sure operating areais clear of others during machine operations.

Never lift, hoist, or carry humansin the bucket or on any portion of the backhoe or backhoe
attachments. Failure to heed, may result in serious injury or death.

Do not adjust relief valve setting. Thisvalveis factory set and should be adjusted only by a
qualified service person. Incorrect valve setting could result in equipment damage and/or personal
injury.

Block off work areafrom all bystanders, livestock, etc. Allow plenty of room for backhoe reach
and swing.

Operate only from the backhoe seat.

Use your backhoe only for digging. Do not use it to pull things, as a battering ram, or attach ropes,
chains, etc., to the unit.

Lower stabilizers and bucket when removing backhoe. Thiswill increase the stability of the unit.
Do not dig close to stabilizers, the ground could collapse from under the backhoe.
Do not lift loads in excess of the backhoe capacity.

Always lower the backhoe bucket and stabilizers to ground, shut off engine, remove key and apply
the parking brake before leaving the unit unattended.

TRANSPORTING:

Be sure to engage the boom lock before transporting backhoe. Failure to do so could cause an
unstable traveling condition.

Allow for height of backhoe when transporting backhoe so as not to catch unit on low overhangs or
wires.

Use safety lights and SMV emblem in addition to whatever local codes require when equipment is
being transported on the road or highway. Check with proper authorities for legal limitations.

Do not drive close to ditches, excavations, etc. cave in could result. Drive slow over rough terrain.
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SAFETY CONTINUED

PERFORMING MAINTENANCE:
Carefully review, understand, and follow the “maintenance” section in this owners manual before
attempting to service backhoe. Observe proper maintenance schedules and repairs to keep unit in
safe working order. See on page 19.

Lower the bucket or attachment to the ground, shut off tractor engine, and relieve pressure in the
hydraulic system before adjusting, lubricating, or servicing the backhoe.

Escaping hydraulic oil under pressure can penetrate the skin. Never use any part of your body to
check for hydraulic leaks. Use cardboard when checking for leaks. See Fig. 5-1. Relieve hydrau-
lic pressure before disconnecting any hydraulic line. Failure to heed may result in serious injury or
death.

Before disconnecting hydraulic lines, lower the backhoe and attachments. Lock out the hydraulic
supply and relieve all hydraulic pressure.

Replace any damaged or painted-over decals. See Page 6 for replacement decals.
REMEMBER:

1. Move Slowly!

2. Always use care and common sense!

3. Becareful for your own sake and for that of others!

4. Koyker Mfg. Co. includes all reasonable means for accident prevention except a safe and
careful operator.

HYDRAULIC HOSE

FIG. 51
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SAFETY & INSTRUCTIONAL DECALS
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DECALS
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OPERATION

WARNING:

Never allow anyone to operate the backhoe until they have carefully reviewed and understood this
owners manual.

GENERAL INFORMATION:
Throughout this manual, reference is made to various backhoe components. The purpose of this pageisto

acquaint you with the various names of these components. This knowledge will be helpful when reading
through this manual or when ordering service parts.

DIPPER

DIPPER CYLINDER

BUCKET & DIPPER
CONTOL LEVER

STABILIZER CYLINDER STABILIZER CONTROL LEVERS

BOOM & SWING
CONTOL LEVER

BUCKET CYLINDER

SEAT

STABILIZER PAD

DIPPER LINK

STABILIZER ARM

BOOM CYLINDER

BUCKET LINK BOOM LOCK

SWING POST
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OPERATION

GENERAL INFORMATION

Y our backhoe is operated by four different control levers. Two are for stabilizers operation and the other
two operate the swing, boom, dipper, and bucket functions. The information contained below will help
you become familiar with the operation of each control lever. Read the safety precations of this manual
before attempting to use the backhoe. Remember, right and left when referred to on this page are
determined by the operator’ s position seated at the backhoe controls facing the bucket.

BOOM/SWING LEFT RIGHT DIPPER/BUCKET
CONTROL LEVER STABILIZER CONTROL LEVER

BACKHOE STABILIZER LEVERS

Moving the stabilizer lever (s) forward will bring the backhoe stabilizer (s) “Down”. Moving the stabilizer
lever (s) rearward will bring the backhoe stabilizer (s) “Up”. Both stabilizers are required to be down for
proper stability of the backhoe when in operation.

BOOM/SWING LEVER (LEFT HAND LEVER)

Pushing the boom/swing lever forward will “Lower” the boom dipstick and bucket. Pulling the lever
rearward will “Lift” the boom dipstick and bucket.

Pushing the boom/swing lever to the left will swing the boom and bucket to the “Left”. Pushing the lever
to the right will swing the boom and bucket to the “Right”.

DIPPER/BUCKET LEVER (RIGHT HAND LEVER)

Pushing the dipper/bucket lever forward will move the dipper “Out” or away from the operator. Pulling
the dipper/bucket lever rearward will move (crowd) the dipper “In” or toward the operator.

Pushing the dipper/bucket lever to the left will “Fill” or curl the bucket (move inward). Pushing the lever
to theright will “Dump” the bucket (move outward).
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OPERATING INSTRUCTIONS

GENERAL INFORMATION

When operating the backhoe, smoothness of technique should be strived for at al times. Smoothness will
come with experience and practice at feathering the controls. Establish a flowing digging cycle to increase
operator efficiency and save unnecessary wear on the machine.

Observe the following points to obtain the best results and to fully utilize the digging force of the backhoe.

WARNING! Operatethebackhoe only when seated at the controls. Any other method could result
in serious personal injury or death.

Never attempt to drivethetractor when seated at the backhoe controls.

Check the prospective digging area for hidden utility lines befor e operating the
backhoe or when in doubt of their location, contact the local utility companies. When
operating the backhoe in an area wher e utilities are expected to be present, throttlethe
backhoe down and proceed with caution. If you feel the backhoe bucket made contact
with anything out of the ordinary, stop digging at once. If a utility line has been
damaged, contact the utility at once.

BEFORE YOU START DIGGING

Before any excavating is started, it is always a good idea to plan out the job first. Various things need to
be considered and taken into account prior to the actual digging. The operator should inspect the job site
and take notice of any potential hazards in the area. He should have a compl ete understanding of the tasks
he is expected to perform. Figure out what will be done with the spoil (excavated soil) will it be used to
backfill or be trucked out? What are the soil conditions like? Will you have to work around others? Etc.

Once you have become familiar with the jobs site and understand the job requirements, it istime to set up
for the actual digging. Position the backhoe in such away as to minimize repositioning the unit and to
maximize digging efficiency. Consider the placement of spoil and position the backhoe to be able to dig
the maximum amount of soil, accurately, while leaving enough room for the spoil removed to be piled in
the desired area.
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OPERATING INSTRUCTIONS

BEFORE YOU START DIGGING (CONTINUED)

Once the unit is positioned, lower the stabilizers to the ground. Thetires should still be
supporting most of the vehicle weight with the stabilizersrelieving only part of the weight, and mainly
acting to give the unit awider base for increased stability and to keep the unit from moving or bouncing
with backhoe use. The front end loader should also be lowered if the unit is so equipped. The vehicle
should at no time be supported by the stabilizers and loader with any of it’s wheels off the ground. Severe
damage to the vehicle could result. When operating the unit on a delicate surface (such as concrete, or
stone work) or on sandy, loose, or soft ground place plywood under the stabilizers to help distribute the
load over awider area.

[BiSC{WPASY (W) S @S0 @iSv @A S W) S WS, @S @V Sv{ WS W) S @S | @S0 W) S W Sv (W) Sv @i Sv WS WS Y R i 4
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OPERATING INSTRUCTIONS

BASIC DIGGING TECHNIQUE

When starting an excavation, make the first cut of each section shallow, being careful to follow the exact
layout of the excavation. The reason for shallow cut isto minimize damage to the sod and to facilitate
replacement. These first cuts are also important because they will act as guides for the remaining cut, thus
getting the first few cuts as accurate as possible will help in keeping al future cuts accurate.

When digging with the backhoe, extend the boom, dipper and bucket out, away from the operator. Lower
the boom and dipper to start the digging process. The bucket teeth should be at a 30 to 45 degrees entry
angle. Asthedigging starts, curl the bucket until the cutting is level with the horizon. Crowd the bucket in
toward the operator, manipulate the boom lever to keep the bucket level. As the bucket moves toward the
operator, manipulate the boom lever to keep the cut lever. At the end of the digging cycle, crowd the
dipper in and completely curl the bucket while lifting it from the excavation. Once you have cleared the
excavation, swing the bucket to the spoil pile. Start to dump bucket before the pile is approached. Once
the bucket is empty, swing the unit back to the excavation, positioning the bucket and dipper for the next
cut in the process. The whole digging process should be one smooth cycle that is repeated until the
excavation is completed.

When the excavation has been dug to
within six inches of the finished bottom,
clear and touch up the sides of the
excavation. Usetheflat sides of the
bucket to scrape off any high spots.
Dislodge any exposed rocks if they seem
loose. When finishing the walls, finish
the far wall by curling the bucket out,
crowing the dipper out, and forcing the
bucket down. To finish the closest wall,
lift the bucket up and curl it in.
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OPERATING INSTRUCTIONS

EXCAVATING ON SLOPES

When digging on slopes always face the backhoe upgrade whenever possible. 1t may be necessary to
cut alevel surfacein the hill for the backhoe to sit in when operating on slopes. Thiswill allow the
backhoeto sit in level for digging the main excavation. Pile the spoil from the surface downhill. When
digging the main excavation, pile the spoil uphill.
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OPERATING INSTRUCTIONS

TRANSPORTING
Follow the simple steps listed below when preparing the backhoe for transporting between work sites.

1 Before transporting the backhoe, raise the boom, dipper, and bucket to transporting position.

2. Engage the boom lock to lock the boom to the swing post in the transporting position. Replace
lock pins to secure boom lock. See Fig. 1-1.
Insert lock pin into swing post to prevent boom from swinging sideto side. See Fig 1-2.
Raise all stabilizers and lock in place. See Fig 1-3.

CAUTION! Besuretoinstall aSMV (Slow Moving Vehicle) sign on the backhoe
dipper before attempting to transport the backhoe.

When transporting the backhoe on aroad or highway at night or during the
day, use accessory lights and devices for adequate war ning to the operator s of
other vehicles. In thisregard, check local government regulations.

Alwaysdrive slowly over uneven terrain to avoid tipping the backhoe.

ARM SWING LOCK ARM LOCK

STABILIZER LOCK PIN STORAGE
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OPERATING INSTRUCTIONS

Pre-Operation Check List
(Owner’ s Responsibility)

The operator should perform the following check list before operating backhoe.
Check that backhoe is properly and securely attached to tractor.

Make sure all hydraulic connections are tight and all hydraulic lines and hoses are in good conditions
before engaging tractor PTO.

Check that there are no leaks in the hydraulic system. Before operating, all hydraulic hoses must be
routed properly and not be twisted, bent, sharply, kinked, pulled tight or frayed.

During inspection, check that all nuts, bolts, and pins are secure.

Make sure only original equipment high-strength top link pin, provided with tractor, is used to attach
top link to tractor.

Make sure tractor lower lift arm stabilizers (blocks or chains) are positioned to prevent lift arms and
backhoe from swaying.

Place all backhoe controlsin neutral position before starting tractor engine.
Check hydraulic reservoir level.
Grease all pivot points.

If backhoe is mounted on tractors 3-pt and the tractor is equipped with a draft function make sure to
lock out or set the draft control to zero before digging.

3-Point Mount Removal

Position tractor on a hard level surface, remove swing lock pin and transport bar, and center the backhoe
boom.

Lower stabilizers and take weight of backhoe off of rear tractor tires.
Lower boom and dipper to form 90-degree angle and rest bucket on the ground.
Remove pin that attaches top link to tractor. Remove lower 3-point arms from backhoe. Place blocks un-

der mainframe and raise stabilizers to lower backhoe mainframe onto blocks. Block backhoe as neces-
sary to make it stable.
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OPERATING INSTRUCTIONS

Thumb Operation

The optional thumb is used for grabbing objects and securing them between the thumb and the bucket.

Become familiar with the geometry and extra weight the thumb adds to the backhoe before operating.
Large heavy objects such as rocks and logs can increase momentum when pivoting backhoe to the side.
DO NOT make sudden stops and starts. Be extremely careful lifting and moving long items such as poles
or tree limbs which may extend beyond the normal backhoe operating area.

Improper usage can also damage the thumb or backhoe.

DO NOT use the thumb to rake material.

DO NOT use the thumb to push or pull material.

DO NOT use the side of the thumb to move material.
DO NOT use as alifting device with chain or rope.
DO NOT use asapry bar to dislodge objects.

Place thumb in operating position by selecting an appropriate pin location on the telescoping tube. Rotate
the bucket to hold material against the thumb.

When normal backhoe operation is required, place thumb in storage position. Remove pin, rotate thumb
up against dipper, and insert pin to lock thumb into position.
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BACKHOE INSPECTION, SERVICE, AND MAINTENANCE

Lower the bucket to the ground, shut off tractor engine, and relieve the pressure in the hydraulic
system before adjusting, lubricating, or servicing the loader.

Inspect al pins and grease fittings before each use. Lubricate with heavy duty grease as indicated
in this manual.

Periodically check all bolts for looseness and re-torque if necessary.

Before storage, be certain all hydraulic cylinders are fully collapsed so that the rod will not be
exposed to the elements or damaged.

Be certain hydraulic system remains sealed at all times to prevent contamination.
Check and maintain an adequate fluid level in the tractor reservoir prior to use.

Inspect al hydraulic system hoses and fittings. Replace prior to further operation if damaged.

WARNING!
Escaping hydraulic oil under pressure can penetrate the skin. Never use body to
check for hydraulic leaks. Use cardboard when checking for leaks. See Fig. 12-1.

Relieve hydraulic pressure before disconnecting any hydraulic line. Failure to heed
may result in serious injury or death.

FIG. 12-1
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BACKHOE INSPECTION, SERVICE, AND MAINTENANCE

Hourly Service Interval

Periodic Service Daily 8 16 24 50 100 | 200
Pivot ends (Excessive wear) S
Check hydraulic reservoir level S
Check/tighten hardware I S
Tighten and torque wheel bolts I S
Check Hydraulic fittings and lines I S
Check pins, bushings, and zerks A
Grease zerks S S
Clean out debris from operator compart- S
ment
See your Koyker dealer for the following services:
Change Hydraulic Oil & Filters A
KEY:

“S" = REQUIRED SERVICE HOURLY INTERVAL (Continue repeating service intervals)
“I” = PERFORM AT INITIAL BREAK-IN (Thereafter at hour interval shown)

“A” = ANNUALY OR AT HOURLY INTERVAL (Whichever occurs FIRST)
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BACKHOE INSPECTION, SERVICE, AND MAINTENANCE

Hydraulic Pump System (Optional)
Check the fluid level in reservoir before operating daily. Change oil and filter after first 20 hours of
operation and then every 200 hours after or annually , which ever isfirst. In extremely dry or dirty

conditions, more frequent servicing may be necessary. Contamination will shorten the life of hy-
draulic components.

IMPORTANT

Fill reservoir with new hydraulic fluid only. Do not mix oil typesor grades.

Engage PTO pump and run at idle for 5 minutes. Check fluid level and add as necessary.

Recommended Oilsand Temperature Ranges.
Do not exceed 180° F.
Do not mix oil typesor grades.

SAE Hydraulic ............ccceuee All Temperatures
Transmission Fluid

Type“A” or “F" ATF ............... All Temperatures
SAE30-30W ... e 90&F and Above
SAE20-20W ....oviiiiies i 35é- 90eF
ASAE10-10W ......cooiiiiin i 35éF and Below

Page 19




HYDRAULIC SYSTEM PARTSDIAGRAM

CYLINDER CYLINDER

SWING CYLINDER ORIENTATION

RIGHT SWING LEFT SWING

—®

i CYLINDER CYLINDER
..“/ IJE]\DIF’F’ER CYLINDER
(1819292

<:y,
@_>
o
Ll

®

BUCKET

/CYLINDER

Ho=—

g2

NOTE: See Page 22 For Control
Valve and Fittings Diagram And
Schedule.
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HYDRAULIC SYSTEM PARTS SCHEDULE

ITEM NO.

© 00N Ok WDN PP

NN R R R R R R R R R R
B O ©W~NOUDMWDNIERO

E
B L
O e
A &), @), ), @
T

PART NO. DESCRIPTION
750426 26" Hydraulic Hose
750420 26" Hydraulic Hose
750430 27" Hydraulic Hose 90° Elbow
750580 27" Hydraulic Hose
750419 30" Hydraulic Hose
750418 34" Hydraulic Hose
750421 38.5" Hydraulic Hose
750425 45.5" Hydraulic Hose
750422 50.5" Hydraulic Hose
750428 75" Hydraulic Hose
750429 79" Hydraulic Hose
750424 103.5" Hydraulic Hose
750423 105" Hydraulic Hose
750427 106" Hydraulic Hose
750503 Hydraulic Fitting 6MJX - 6MJX
750529 Hydraulic Bulkhead fitting 8MJX - 8MJX
659837 Hydraulic Fitting 6MJX - 60RM
672503 Plastic Twin Hydraulic Line Clamps
673615 Screw - .3125 - 18 x 2.00 HHSLDR
640152 Washer - .3125 Flat
640128 Nut - .313-18 GR 2 Center Lock
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KOYKER “KB900C” VALVE PARTS DIAGRAM

VALVE PARTSLIST

ITEM NO.
1

© 00 ~NO O~ WN

e el
A WN RO

PART NO.
750384

750397
653534
675515
750160
750154
674566
676923
750417
750174
750172
654508
663201
681550

DESCRIPTION

HYDRAULIC CONTROL VALVE
VALVE - ADJUSTABLE NEEDLE
FITTING-HYD ADA 6MJX-80ORM
FITTING - HYD ADA 8MJX - 8 ORM
ADAPTER - MEDIUM BENT TUBE
ADAPTER - LONG BENT TUBE
FITTING-HYD 90 ELB 8 ORM - 8 FJX
FITTING-HYD ELB 90 6MJX-6MOR
HYDRAULIC LINE 6FJIX-6FJX
FITTING - ADA 80ORM - 80ORF

1/16" HYDRAULIC ORIFICE
FITTING-HYD 90 ELB 6 MJX - 8 ORM
FITTING-HYD 90 ELB 8 MJX - 8 ORM
IN LINE FILTER AND ELEMENT
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KOYKER INLINE FILTER PARTSDIAGRAM

SPRING (1) INNER SPRING (1) FILTER CAP (1)

NN
Y

FILTER BODY (1) FILTER ELEMENT (1,2) FACE SEAL (1,2) O-RING SEAL (1,2)

ITEM NO. PART NO. DESCRIPTION QTY.
1 681550 IN LINE FILTER ASSEMBLY - 90 MICRON 1
2 681552 REPLACEMENT ELEMENT AND SEALS - 90 MICRON 1
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KOYKER “KB900C”" MAIN FRAME PARTS DIAGRAM

DD,

See Page #22 For Detailed
Fitting Diogram And Schedule,
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MAIN FRAME PARTS DIAGRAM AND SCHEDULE

ITEM NO. PART NO. DESCRIPTION
1 750268 FRAME ASM
2 750253 OPERATOR PLATFORM ASM
3 750413 CONTROL PANEL BACK COVER
4 750031 CONTROL PANEL FRONT COVER
5 750306 STABILIZER ARM
6 750325 STABILIZER PAD
7 750246 PIN - 1.00 DIA X 7.25
8 750245 PIN - 1.00 DIA X 4.60
9 750244 PIN - 1.00 DIA X 7.00
10 760107 SEAT MOUNT

Page 25

QTY.

P D NONNNNR R R R




MAIN FRAME PARTSIDENTIFICATION SCHEDULE

ITEM NO. PART NO. DESCRIPTION QTY.
11 750329 SEAT MOUNT BAR 1
12 750122 SEAT 1
13 750371 CYLINDER - SWING 2
14 750236 CYLINDER - STABILIZER 2
15 750028 CONTROL PANEL COVER 1
16 750343 EXTERNAL RETAINING RING - 1.00" 4
17 750356 RUBBER BUMPER 2
18 640154 WASHER - FLAT .38 2
19 640132 NUT - 0375 - 16 GR 2 HEX 2
20 750475 1/8-27 NPT GREASE FITTING 4
21 750240 PIN - 1.00 DIA X 6.38 2
22 760098 HYDRAULIC CONTROL VALVE 1
23 640153 WASHER - SPRING LOCK .375 9
24 640028 SCREW -.375-16 X 1.00 GR5 HHC 9
25 640151 WASHER - SPRING LOCK .3125 22
26 640152 WASHER - FLAT .313 PLTD 8
27 640059 SCREW-.50-13 X 1.50 GR 5 HHC 2
28 640138 NUT - .500-13 GR 2 CENTER LOCK 3
29 640016 SCREW-.3125-18 X 1.00 GR 5 HHC 4
30 640014 SCREW-.3125-18 X .75 GR 5 HHC 18
31 640128 NUT - .313-18 GR 2 CENTER LOCK 4
32 640068 SCREW-.50-13 X 4.00 GR 5 HHC 1
33 750404 COTTER PIN - .25 X 1.75 4
34 680113 SCREW-.250-20 X 2.00 GR 8 HHC 4
35 750100 PIN-1/4" LYNCH 2
36 640126 NUT -.25-20 GR 2 CENTER LOCK 4
37 750407 DECAL - PRESSURE 1
38 750408 DECAL - RETURN 1
39 750390 DECAL - CAUTION KB900C 1
40 750162 DECAL - DANGER 1
41 750173 DECAL - KOYKER OVAL 1
42 750163 DECAL - OPERATIONAL 1
43 750410 DECAL - SWING SPEED 1
44 666941 DECAL - SERIAL NUMBER 1
45 654629 DECAL - AMERICAN MADE 1
46 750411 PIN - LOCK 3/4" X 6-1/4" W/CLIP 2
47 750458 SCREW - .375-16 X 5.50 GR5 HHC 2
48 657632 ZERK-1/4-28 GREASE 2
49 750440 DECAL - LOCK 3
50 750529 FITTING - HYD BULKHEAD 8MJX-8MJX 2
51 678767 CAP 8FJX -.75 2
52 640152 WASHER - 5/16" FLAT 8
53 666943 HYDRAULIC PRESSURE DECAL 4
54 750579 DECAL - DRAFT CONTROL 2
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BACKHOE ARM PARTS DIAGRAM

KOYKER “KB900C”

114 Jadoud adnsua 03 papaau
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BACKHOE ARM PARTSIDENTIFICATION SCHEDULE

ITEM NO. PART NO. DESCRIPTION
1 750297 ASM - DIPPER STICK
2 750288 CURVED BOOM ASM
3 750278 ASM - MAIN PIVOT
4 750302 BUCKET LINKAGE ASM
5 750309 ASM - BUCKET LINKAGE
6 750311 ASM - BUCKET LINKAGE
7 750315 ASM - RH LOCK PIN
8 750317 ASM - LH LOCK HOOK
9 750318 HANDLE - LOCK
10 750319 BUSHING - 1-3/4 X 10 GA
11 750320 BUSHING - 1-3/4 X 14 GA
12 750248 PIN - 1.50 DIA X 8.94
13 750247 PIN - 1.25 DIA X 7.00
14 750243 PIN - 1.00 DIA X 5.13
15 750242 PIN - 1.50 DIA X 10.50
16 750525 PIN - 1.25 DIA X 6.44
17 750239 PIN - 1.25 DIA X 6.25
18 750372 PIN - 1.25 DIA X 12.25
19 700560 NUT - .375-16 GR 2 CENTER LOCK
20 750536 CYLINDER -3.00B X 21.81 S
21 750531 CYLINDER - 3.00B X 16.88 S
22 750551 CYLINDER-2.50 B X 18.13 S
23 750336 ASM - MAIN PIVOT PIN
24 750342 RETAINING RING - 1.75" EXT
25 750475 1/8-27 NPT GREASE FITTING
26 680112 SCREW-.3125-18 X 2.50 GR 8 HHC
27 680199 SCREW -.375 X 16 X 2.75 GR 8 HHC
28 680113 SCREW-.250-20 X 2.00 GR 8 HHC
29 640128 NUT - .313-18 GR 2 CENTER LOCK
30 750238 PIN - 1.25 DIA X 11.63
31 665421 MOUNT PIN
32 640312 PIN-COTTER .094 X 1.00
33 640154 WASHER - 3/8" FLAT
34 640126 NUT - .25-20 GR 2 CENTER LOCK
35 750503 FITTING-HYD ADA 6MJX-6MJX
36 750409 PLASTIC LEVER HANDLE
37 640246 #6 HITCH PIN
38 750373 DECAL - LEFT "DAKOTA"
39 750374 DECAL - RIGHT "DAKOTA"
40 750389 DECAL - "KB900C"
41 666943 HYDRAULIC PRESSURE DECAL
42 750440 DECAL - LOCK
43 750341 SPRING-EXTENSION 3"
44 750326 WASHER - 2.25 OD X .44W X .63
45 640032 SCREW-.375-16 X 1.25 GR 5 HHC
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BUCKET REPLACMENT TEETH KITS

BUCKET PARTSLIST

13" BUCKET (1.89 cu ft) (Part No. 750452)

ITEM NO. PART NO. DESCRIPTION
1 750377 Shank/Replaceable Tooth

16" BUCKET (2.32 cu ft) (Part No. 750451)

ITEM NO. PART NO. DESCRIPTION
1 750377 Shank/Replaceable Tooth
18" BUCKET (2.61 cu ft) (Part No. 750450)
ITEM NO. PART NO. DESCRIPTION
1 750377 Shank/Replaceable Tooth

24" BUCKET (3.48 cu ft) (Part No. 750433)

ITEM NO. PART NO. DESCRIPTION
1 750377 Shank/Replaceable Tooth
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MANUAL THUMB KIT (750434)

REMOVE 5/8" THICK WASHER
BEFORE INSTALLING THUMB

=)

MANUAL THUMB IDENTIFICATION SCHEDULE

ITEM NO.
1

© 0 N O O A WN

PART NO. DESCRIPTION
750398 Pin - 1.25" Dia x 9.00"
750400 Pin - 1.25" Dia x 7.00"
750399 Pin - 1.25" Dia x 3.50"
750549 Outside Thumb Tube
750550 Inner Thumb Tube
750381 Thumb Assembly
750100 Pin - 1/4" Lynch
680112 5/16" - 18 x 2.50 GR 8 HHC
640128 5/16" - 18 GR 2 Center Lock Nut
750276 (Existing Pin) Pin - 1.25" DIA x 13.00"
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3-POINT MOUNTING DIAGRAM AND SCHEDUL E (750196)

TRACTOR HIGH
STRENGTH TOP
LINK PIN

EXISTING ON
TRACTOR

3-POINT MOUNTING IDENTIFICATION SCHEDULE

ITEM NO. PART NO. DESCRIPTION QTY.
1 750348 MOUNT - 3 POINT LH 1
2 750349 MOUNT - 3 POINT RH 1
3 750355 TOP LINK BRACE 2
4 750547 BAR - TOP LINK 1
5 750548 PLATE - TOP LINK 2
6 750530 PIN - TOP LINK CAT Il 1.00" DIA X 4-3/8" 1
7 750395 PIN - TOP LINK CAT Il 1.00" DIA X 3-9/16" 2
8 750100 PIN-1/4" LYNCH 3
9 640144 NUT -.75-10 GR 5 CENTER LOCK 13
10 640922 WASHER - FLAT .750 18
11 640106 SCREW -.750 - 10 X 5.50 1
12 640104 SCREW -.750-10 X 4.50 GR 8 HHC
13 640099 SCREW -.750-10 X 2.25 GR8 HHC 10
14 750330 (REFERENCE ONLY) MAIN FRAME 1
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PTO HYDRUALIC IDENTIFICATION DIAGRAM (750463)

GEAR BOX / PUMPASSEMBLY

OIL LEVEL SIGHT GLASS

USE SAE 90W DIL ONLY

FILL HOLE
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PTO HYDRAULIC IDENTIFICATION SCHEDULE (750463)

ITEM NO. PART NO. DESCRIPTION QTY.
1 750351 TANK - KB900C HYD RESERVOIR 1
2 750185 FILTER HEAD ZAF-05 1
3 750188 FILTER ELEMENT AE-25 1
4 750439 CAP - FILL 3 PSI ORM 1
5 660669 FITTING-HYD PLG 80RM 1
6 750105 HYDRAULIC SUCTION HOSE 1
7 750168 CLAMP-HOSE 1.75" DIA 1
8 750524 FITTING - HYD ADA 10 MJX - 8 NPTM 1
9 750392 PLATE-PUMP BRKT 1
10 640154 WASHER - FLAT .38 8
11 750104 FILTER-SUCTION 10 GPM 1
12 659897 FITTING - HYD ELB 90 12MJX - 120RM 1
13 678367 FITTING-HYD ADA 10MJX-100RM 1
14 750465 GEARBOX/PUMP ASSEMBLY 1
15 750189 FITTING-SIGHT GAUGE 80RM 1
16 700560 NUT - .375-16 GR 2 CENTER LOCK 4
17 640032 SCREW-.375-16 X 1.25 GR 5 HHC 4
18 640155 WASHER - 7/16" SPRING LOCK 2
19 750526 SCREW - 10MM - 1.50 X 18 GR 8.8 HHC 2
20 750523 HOSE-32" HYDRAULIC 2
21 750330 MAIN FRAME (Reference Only) 1
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HYDRAULIC

Re-check al joints to prevent leakage after backhoe is mounted and in operation.

KEEP SYSTEM CLEAN - USE ONLY CLEAN OIL
CAUTION! It isof utmost importancethat the hydraulic system of thisbackhoe be
kept freefrom dirt and foreign matter.
All internal partsto the hydraulic system of your backhoe have been carefully cleaned,
inspected, and plugged with protective caps before shipment. All protective caps
should be kept in place until the hydraulic system is connected.

NOTE: Over 75 percent of all hydraulic failure and serviceiscaused by dirt, etc. in
the system.

REMEMBER - CLEAN OIL MEANSLONGER LIFE!
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2" CYLINDER SERVICE KITS

ROTATING BOOM CYLINDER (Part No. 750371)

ITEM NO. PART NO. DESCRIPTION QTY.
1 750532 Tube Weldment 1
2 661017 Locknut 1
3 651537 Piston Assembly 1
4 651538 Gland Assembly 1
5 750534 Rod Weldment 1

21/2” CYLINDER SERVICE KITS
BUCKET CYLINDER (Part No. 750234)

ITEM NO. PART NO. DESCRIPTION QTY.
1 750219 Tube Weldment 1
2 760169 Locknut 1
3 760166 Piston Assembly 1
4 760164 Gland Assembly 1
5 750229 Rod Weldment 1

STABILIZER CYLINDER (Part No. 750236)

ITEM NO. PART NO. DESCRIPTION QTY.
1 750221 Tube Weldment 1
2 760169 Locknut 1
3 760166 Piston Assembly 1
4 760164 Gland Assembly 1
5 750231 Rod Weldment 1
6 657632 Grease Zerk (Straight) 1
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3" CYLINDER SERVICE KITS

DIPPER CYLINDER (Part No. 750536)

ITEM NO.

~N OB W NP

PART NO. DESCRIPTION
750537 Tube Weldment

661017 Locknut

651537 Piston Assembly
651538 Gland Assembly
750539 Rod Weldment

657632 Grease Zerk (Straight)

BOOM CYLINDER (Part No. 750531)

ITEM NO.

ga b W N P

PART NO. DESCRIPTION
750532 Tube Weldment

661017 Locknut

651537 Piston Assembly
651538 Gland Assembly
750534 Rod Weldment
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HYDRAULIC CYLINDER IDENTIFICATION DIAGRAM




TROUBLESHOOTING

Problem Possible Cause Solution
Noisy pump caused by cavitation | Qil too heavy Change to proper viscosity.
Qil Filter Plugged Replacefilter.
Suction line plugged or too small | Clean line and check for size.
Suction line kinked Replace line.
Oil heating Oil supply low Fill reservair.
Contaminated oil Drain reservoir, change filter,
and refill with clean oil.
Setting of relief valvetoo high or | Set to correct pressure.
too low
Pump operating too fast Do no exceed 540 rpm PTO
Speed.
Shaft seal leakage Worn shaft sed Replace shaft seal
Foaming ail Low ail level Fill reservair.

Air leaking into suction line

Wrong kind of ail

Moisturein oil

Tighten fittings.

Drain and refill reservoir with
non-foaming oil

Keep oil temperature below

180 deg and continue to operate
asoil driesout, or replace oil
and purge system if foaming is
excessive

Boom drops as dipper or bucket
cylinder lever is activated while
boom control isin raised position

Load check valve leaking

Clean or replace check valve
assembly.

Jerky operation

Hydraulic hoses plumbed incor-
rectly

Check hydraulic plumbing
schematic and correct hose
routing as required.
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TROUBLESHOOTING

Problem

Possible Cause

Solution

No Operation

Pump

Main relief valve plugged
with contamination

Low oil supply

Remove return hose and place
in bucket. Operate pump to
check flow.

Clean or replace relief valve.
Reset to 2500 PSI.

Fill reservoir with recom-
mended oil
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LIMITED WARRANTY

Thank you for purchasing a quality product from Koyker Manufacturing Company

(Koyker). Y our satisfaction with Koyker’s productsis very important to us. This manual will help you
understand the function, service intervals, and warranty of your new Koyker product(s). It is the retail
customer’ s responsibility to inspect the Koyker product(s) or part(s) before using. Before operating or
allowing anyone to operate a Koyker product, please take time to read the manual thoroughly. Failure to do
so may result in injury or death and is considered misuse. If your manual has been lost or destroyed, please
contact Koyker at (800) 456-1107 or (605) 647-2811 for anew copy.

Koyvker Manufacturing Company
Limited Warranty

Koyker warrants to the retail customer of any new Koyker product, purchased from an authorized Koyker
dealer, that the product manufactured by Koyker isfree from defects in material and workmanship. This
warranty islimited to one (1) year from the date of retail saleto the retail customer for al non-commercial,
state, county, or city use. A six (6) month period from the date of retail saleto the retail customer is
warranted for all commercial use.

Koyker reserves the right to inspect any products or parts which are claimed to be defective, have defective
material, or have less than satisfactory workmanship before Koyker repairs or replaces any products or
parts. A retail customer must notify Koyker of a claim by registered or certified mail, return receipt
requested, within 30 days after discovery of a problem, or the claim shall be deemed waived. Defective
products or parts must be returned to the Koyker factory, at the customer’ s expense, for inspection by
Koyker. Koyker’s obligation islimited to repairing or replacing, at its factory, any part or component it
determinesis defective. Koyker’ s replacement parts are manufactured with the same precision and skill as
its original equipment. All warranted or replacement parts purchased or provided by Koyker will have, at a
minimum, a 90-day warranty from the date of installation. If the expiration of the original warranty on a
new Koyker product islonger than 90 days, the warranted parts will be covered until the original, new
product warranty expiration date.

All cylinder claims shall be handled through Koyker’s dealers or distributors. All

hydraulic cylinders are thoroughly inspected before shipment from the Koyker factory. Therefore, no claim
may be granted where a cylinder has been damaged or abused (including, but not limited to, bent tubes,
dents, nicks, abused threads, attempted alterations, or welding), or unless the claim is made to Koyker
within one (1) year from the sale to the original purchaser.

Any defective cylinder reported to Koyker within one (1) year from the sale by the dealer to the original
purchaser may be repaired or replaced after Koyker’s inspection and approval. In such case, notify a
Koyker dealer for proper instructions. If after inspection, Koyker finds that the cylinder is not defective
and has been abused or otherwise damaged, any transportation charges shall be paid by the original
purchaser immediately after receiving notification of Koyker’sinspection results.
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LIMITED WARRANTY

Cylinders requiring factory repair more than one (1) year after sale to an original purchaser shall be given
to a Koyker dealer for return to Koyker with transportation charges prepaid by the purchaser. The
purchaser shall be responsible for all service and repair charges. Leaks around the shaft seal and internal
bypass leaks may be field repaired. Service kits are available for those repairs.

Warranty Limitations and Exclusions.

THE WARRANTIES SET FORTH ABOVE ARE EXCLUSIVE AND ARE IN LIEU OF, AND
PURCHASER HEREBY WAIVES, ALL OTHER CONDITIONS, REPRESENTATIONS AND
WARRANTIES, EXPRESS OR IMPLIED BY STATUTE, USAGE, CUSTOM OF TRADE OR
OTHERWISE, INCLUDING, WITHOUT LIMITATION, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A 2 PARTICULAR PURPOSE.
NOTWITHSTANDING ANY OTHER OR PRIOR STATEMENT, WRITTEN OR ORAL, KOYKER
MAKES NO OTHER WARRANTIES REGARDING THE QUALITY OF THE PRODUCTS OR
THE MATERIALS CONTEMPLATED HEREUNDER.

No warranty is given by Koyker for parts, components, or trade accessories furnished by Koyker but not
manufactured by it. Those items are covered by the warranty of their manufacturer, if any. No person, firm,
or corporation, including the selling dealer, is authorized to assume for Koyker any other liability in
connection with the sale of these goods.

KOYKER SHALL NOT BE LIABLE FOR INDIRECT, SPECIAL, INCIDENTAL,
CONSEQUENTIAL OR PUNITIVE DAMAGESDIRECTLY OR INDIRECTLY ARISING FROM
THE DESIGN, CONSTRUCTION, INSTALLATION, MANUFACTURE, OR USE OF KOYKER’S
PRODUCTS, PARTS, COMPONENTS, OR TRADE ACCESSORIES. Such incidental and
consequential damages shall include, but not be limited to: non-associated taxes or duties; charges for
normal maintenance or service; loss of crops, property damage, or any other income loss; freight charges,
other than normal freight charges associated with Koyker products or parts; other installation charges not
approved by Koyker; rental charges of any substitute equipment; expenses due to lost, damaged, or delayed
products or parts resulting from acts beyond the control of Koyker; and personal injury or death of operator
or bystanders by misappropriated use of Koyker products or parts.

A user shall notify Koyker in writing within 30 days of any accident or occurrence involving Koyker
products resulting in personal injury or property damage and shall cooperate fully with Koyker in
investigating and determining the cause of such accident or occurrence. In the event that a user failsto give
such notice to Koyker and so cooperate, such user agrees to indemnify and hold Koyker harmless from all
loss or damage arising from such accident or occurrence.
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LIMITED WARRANTY

Among other conditions, Koyker’s warranty will not apply:

1. Products or parts that are subject to misuse, abuse, and/or negligence.

2. For surface wear, scheduled maintenance parts, and other items that Koyker deems expendable.

3. If products or parts not manufactured by Koyker or approved by Koyker are connected to or used in
conjunction with the Koyker products or parts and if Koyker deems the non-Koyker products or parts
affect the performance, safety, reliability, or life of the Koyker products or parts.

4. If products or parts sold by, but not manufactured by Koyker, have their own vendor warranties.

Koyker reserves the right to implement new designs for the continual improvement of their products.
These product improvements will be ongoing, and Koyker will not be responsible for incurring cost or
obligation for installations or upgrades to previously sold products.

No employee or representative of Koyker may change or amend any part of this limited warranty or make
exceptions to this limited warranty, unless such changes are made in writing by Koyker’slegal counsel.

All goods being returned to the Koyker factory must have a Returned Goods Authorization (RGA)
number from Koyker. To obtain an RGA number, call (800) 456-1107 or e-mail Koyker at

koyker @koykermfg.com .

Returned partswill not be accepted without an RGA number written on the outside of the box of the
returned goods. 30 days are allowed for shipping, from the day the RGA number wasissued by
Koyker. If thereturn item(s) isnot received into the Koyker system within 30 days, no credit will be
issued. Upon request only, a second RGA number will be issued and an additional 30 days may be
allowed. No credit will beissued if thereturn item(s) are not received into the Koyker system 30 days
after the second RGA number wasissued.

Should you require additional information or assistance, please contact Koyker

Manufacturing Company at (800) 456-1107, (605) 647-2811, or e-mail Koyker at
koyker @koykermfg.com.
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TORQUE SPECIFICATIONS

1. Tightening Bolts& Nuts
Check all loader bolts and nuts for tightness every 50 working hours. The movement of the loader
over rough terrain may cause bolts to come under pressure and over along period of time some
dlight stretching of the bolt may occur. The dack created may need to be taken up by tightening.
Please refer below for recommended torgue settings.

Metric Recommended Tor que Settings

Class 8.8 Class 10.9
Lubricated Dry Lubricated Dry Size N*m Lb-ft N*m Lb-ft
N*m Lb-ft N*m Lb-ft

MG 9 6.5 11 8.5 13 9.5 17 12
1Y T 22 16 28 20. e 32 24 40 30
M10....coieiriene 43 32 55 0. 63 47 80 60
M2 75 55 95 (O BT 110 80 140 105
M4 120 88 150 110 175 130 225 165
M16....ccririenn 190 140 240 175 e, 275 200 350 225
M18....covririen 260 195 330 250 375 275 475 350
M20.....cciiiinn 375 275 475 350, 530 400 675 500
M22....coiiiienn 510 375 650 A75.ciiiiiiiicnns 725 540 925 675
M24.....ccoviinn. 650 475 825 600.......ccvrreernne 925 675 1150 850
M27 .o 950 700 1200 875...cccciiiiin 1350 1000 1700 1250
M30...oeeiiirien 1300 950 1650  1200......ccccenireene. 1850 1350 2300 1700
M33.ene 1750 1300 2200  1650.......cccccvnee 2500 1850 3150 2350
M36...covririirinnn 2250 1650 2850  2100........cccconene 3200 2350 4050 3000

SAE Recommended Torque Settings

Grade5 Grade 8
Lubricated Dry Lubricated Dry
Size N*m Lb-ft N*m Lb-ft N*m Lb-ft N*m Lb-ft

V4. 9.5 7 12 LS R 13.5 10 17 12.5
5/16 i 20 15 25 R T 28 21 35 26
38, 35 26 44 33, 50 36 63 46
16 ... 55 41 70 LY 80 58 100 75

T 85 63 110 <0 J 120 90 150 115
LS T 125 90 155 115, 175 130 225 160
I8 i 170 125 215 160...cccciieicieens 215 160 300 225
4. 300 225 375 280 425 310 550 400
/< 490 360 625 450, 700 500 875 650
T 725 540 925 (Y4 T 1050 750 1300 975
1-1/8.eciieie 900 675 1150  1200.....cccoceuennnee 2050 1500 2600 1950
1-3/8ciiicenn. 1700 1250 2150  1550.....cccccceeeenne 2700 2000 3400 2550
1-1/2iie. 2250 1650 2850 2100................. 3600 2650 4550 3350

DO NOT use these values if a different torque value or tightening procedureis given for a
specific application. Torgue values listed are for general use only and include a+/- 10%
variance. Check tightness of fasteners periodically. DO NOT use air powered wrenches.
Shear bolts are designed to fail under predetermined loads. Always replace shear bolts with
identical grade.
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